
of Crusting Surface

Ex: 50’ x 200’ = 10,000 sq ft - 10,000 sq ft/500 sq ft 
= 20 lbs of ACTIVATOR PLUS per treatment

Ex: 50' x 200' = 10,000 sq ft. - 10,000 sq ft/350 sq ft 
= 28.5 lbs of ACTIVATOR PLUS per treatment (1+ pails)

STORAGE: Store in a safe, cool, and dry environment away from all sources of ignition and out of direct sunlight. Keep containers 
sealed once opened. Keep out of reach of children. Storage temperatures should remain under 100°F (37°C).

CAUTION: Use in agricultural manure applications only. Do not store or bring into 
contact with pesticides or cleaners used in agricultural applications.
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1

1

per 500 sq ft

per 350 sq ft
ActivatorPlus Mix

ActivatorPlus Mix

ActivatorPlus

ActivatorPlus

Mix 1 lb.

Mix 1 lb.

Pour the mixed slurry into portions of the pit in which 
liquid can be seen

Apply mixed slurry: 50% to problem areas and 
50% evenly over the rest of the pit

1 Gallon 
of Water

2 Gallons 
of Waterlb.

lb.

NET CONTENTS: 25 LBS

ACTIVATOR
PLUS

AGRICULTURAL MANURE INOCULANT

Formulated to reduce sludge build-up, 
crusting and flies and odor

• Specifically selected microbial formulation
that improves performance of manure
storage systems

• Enhances the breakdown of suspended
organic solids found in nutrient-rich
retention manure and sludge

• All natural, ready-to-use product

• Designed to reduce gas production,
foaming and associated odors

CRUSTED MANURE SYSTEMS:

PULL PLUG/FLUSH SYSTEMS:

• DO NOT pour on dry crust. If no liquid can be seen, puncture holes every 500 square feet and 
pour mixed Activator Plus into the holes

• Repeat every 7-14 days until the crust is liquefied
• After normalization, treat with AGRASPHERES or AGRASLATS per label directions
• Application during and after washout is ideal. Allow all disinfectants to dry prior to treatment.
• ACTIVATOR PLUS can be applied with agitation

• After each flushing, add 1 inch of water to the pit prior to treating if no liquid is left after flushing
• Wash excess solution into the pit
• Allow all disinfectants to dry prior to treatment
• After normalization, repeat twice yearly as needed to maintain pit performance

and treat with AGRASPHERES or AGRASLATS for solid buildup/issues
• Maintain external storage by adding LAGOON SPHERES

All systems may need treatments to return the storage system to normal 
operational efficiency.
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